
Kewlmetal Can-Am Spyder Mirror Extension 
Installation Instructions -Read Completely Before Beginning 

Installation

1) These mirror extensions move your mirrors outward approximately 2 
inches greatly enhancing your field of view.

2) Installation is simple and does not require you to unhook the front turn 
signal wires.

3) Remove the stock mirror 
retaining bolt

4) Use an easy out to 
extract the plastic bushing.  
A 9mm or a 3/8  tap will 
also do the job.



5) Here is what the bushing 
looks like.

6) Let the mirror hang from 
the wire.  Be careful not to 
scratch anything!

7) Install your Kewlmetal 
mirror extension as shown 
re-using the stock bushing, 
washer and bolt.



8) Install the stock mirror into 
the Kewlmetal Extension as 
shown using the short 8mm 
Socket Head screw provided.  
Tuck the wire into the wire 
groove machined into your 
Kewlmetal extension.  If the 
wire is not long enough, 
GENTLY pull some wire out, 
there is plenty of slack inside 
the cowling.

9) Install the cap using the 
6mm flat head screw 
provided.

10)  Repeat for the other 
side.  Snug down the main 
mounting bolt just enough so 
that the mirrors can be 
adjusted fore and aft, but so 
they don’t move on their 
own.  Enjoy your better 
rearward view and have 
some fun!!!


